






SAY GOODBYE TO MANUALLY 
SHIFTING GEARS

Drive system 
technical features

Mid motor with 250 or 450 Watts of 
assistance (peak power of 2.000 
Wats) and assistance up to 25 or 
45km/h. Digital transmission 
system intregated, working like and 
Automatic Continuously Variable 
transmission. Multiple sensors 
(speed, slope, torque...) feeds data 
to BCU (Bicycle Control Unit) 
modifying the gear ratio instanly 
and continuously  to set the perfect 
configuration for the rider. 

> Motor> Motor
1,7” TFT screen. The colour display 
is easy to read in every situation 
due to trans�çective design. Current 
data and system information is 
displayed on 4 changeable screens 
(speed, odo, cadence, consumption, 
instant power...).

> Dashboard> Dashboard

Optional: We can adapt to your 
existing battery, or we can propose 
a solution for you, whther you need 
an integrated or removable battery.

> Battery > Battery 

The smart system connects the 
e-bike. Smart system featrures can 
be controlled through the app, 
including customization of the 
e-bike to the needs of the rider at 
any time. It can be used as a full 
display, tracking the most 
important data, but also updating 
the system with over-the-air 
updates, anti-theft protection by 
wirelessly blocking the bike.

> APP> APP



> Features

REVERSE GEAR

ANTI-THEFT SYSTEM

4 POWER MODES

REGEN BRAKE

RIDER PROFILES

OTA UPDATES

DIGITAL GEARBOX

4G & BLUETOOTH

> Versions

250W 450W

25km/h 45km/h

ADVANCED MOBILITY

Drive system 
technical 
specifications 

> Move Fast, Move Smooth, 
Move Easy

Specifications / Performance

Motor weight 3,6kg
Motor Peak Power up to 2.000W
Motor Nominal Power 250W, 450W
Motor Max Torque 120Nm
Gearbox Automated infinite variable
Max speed 25, 45 kmh
System Voltage 48V
System IP Level IP66



EVOLUTIONED SYSTEMFOR EVOLUTIONED BIKES

EVOLUTIONED SYSTEMFOR EVOLUTIONED BIKES



It's all about Easy Rides!
www.niche-mobility.com I @niche.mobility


